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FA40 SERIES
FOLDING ARM AWNINGS 

Turnils’ folding arm awnings provide a range of 

contemporary external shade solutions for the 

best in outdoor living leisure. 

The array of customisation options available in the 

FA40 Series range offers a shade solution to suit 

any home or outdoor living space.



Colour Options

The FA40 Series hardware is available in three standard colours – black, 

silver & white.
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Engineered and manufactured in Sweden, the FA40 
Series is a new range of heavy-duty folding arm 
awnings designed for terraces, bungalows, balconies, 
kiosks, shops, restaurants and more.

Modular Design

The FA40 Series features a streamlined approach to design that allows the 

same components to be used across different models within the range, 

making it a favourite among awnings fabricators.

Turnils’ folding arm awnings provide a 
range of contemporary shade solutions 
for the best in outdoor living leisure.

Black Silver White
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Stability & Strength

Features Dyneema-tape connection over the 

knee & arm brackets (which improve stability 

and strength of the awning) and heavy-duty 

springs that provide excellent tension of the 

fabric. Dyneema is 15 times stronger than 

steel and 40% stronger than aramids on a 

weight-for-weight basis. UV, chemical and 

moisture resistant, Dyneema is a lightweight 

yet highly durable material.

Pitch Control Option

Pitch control is available on the FA42, FA44, 

FA46 and FA48 models, to provide maximum 

shading comfort. The projection angle is 

adjustable (from -5° to -40°) just by rotating 

the pitch control eyelets with the crank 

handle. For variable pitch, the unique easy-tilt 

function allows you to adjust the pitch angle 

when the awning is fully projected.

Optional Roller Valance

Available in screen fabric up to approximately 2.4m, 

the roller valance is manually operated by crank handle. 

This option is available on the FA44, FA45, FA46 and 

FA48 models for awnings up to a width of 7m.



Optional Accessories
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FA42 / 44 / 45 / 46

2.5

3.0

3.5

4.0

4 5 6 7

FA42 / 44 / 46 with Pitch Control

2.5

3.0

3.5

4.0

4 5 6 7

FA44 / 45 / 46 with Roller Valance
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3.0

3.5
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FA48
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3.0

3.5

4.0

4 5 6 7

Wind class 3 Wind class 2 Wind class 1 Not available
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W = Width
  P = Projection

Wind Classification – EN 13651

Class

Wind 
Strength 
(Beaufort)

Wind 
Speed 
(km/h)

Wind 
Speed 
(m/s)

Pressure 
(N/m²)

0 1-3 ≤ 19 ≈ 5.3 < 40

1 4 20-28 ≈ 7.7 40

2 5 29-38 ≈ 10.5 70

3 6 39-49 ≈ 13.6 110

Awnings must be mounted with the right 

amount of installation brackets and with 

suitable fasteners in order to match the 

specified wind classes.

• Telescopic support

• Selection of hoods available on all models

• Crank handles available in a range of colours & sizes






